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copper CABLE

Part No. Size (mm)
PVCS016 16
PVCS025 25
PVCS035 35
PVCS050 50
PVCS070 70
PVCS095 95
PVCS120 120

Specification
Cable Construction:    Superfine strands of plain copper with
                                    single elastomeric insulation.
Working Voltage:        100/100 V
Test Voltage:               1000 V
Min. Bending Radius:  5 x Cable Diameter
Outdoor Installation:    Permanent
Temperature Range:   -20°C to +85°C
Current Rating:            to VDE 0298-4
Cable Colour:              Black

Part No. Size (mm)
PVCD016 16
PVCD025 25
PVCD035 35
PVCD050 50
PVCD070 70
PVCD095 95
PVCD120 120

Specification
Cable Construction:    Superfine strands of plain copper with
                                    double elastomeric insulation.
Working Voltage:        100/100 V
Test Voltage:               1000 V
Min. Bending Radius:  5 x Cable Diameter
Outdoor Installation:    Permanent
Temperature Range:   -20°C to +70°C
Current Rating:            to VDE 0298-4
Cable Colour:              Orange

Specification
Standards:                  BS EN50525-2-81:2011 (replaced BS638)
Conductor:                  Class 5 flexible plain copper conductors
Seperator:                   Polyester foil or tape
Sheath:                       HOFR (Heat & Oil Resistant 
                                    and Flame Retardant)
Voltage Rating:           100V (450V for non-welding applications if 
suitably protected from mechanical damage)
Temperature Range:   -20°C to +85°C
Min. Bending Radius:  6 x overall diameter
Cable Colour:             Black

Part No. Size (mm)
RUBS016 16
RUBS025 25
RUBS035 35
RUBS050 50
RUBS070 70
RUBS095 95
RUBS120 120

Specification
Standards:                   BS EN50525-2-81:2011 (replaced BS638)
Conductor:                   Class 6 extra flexible copper conductors 
                                     to BS60228. 
                                     (Class 5 flexible copper for 120mm and
                                      above)
Seperator:                    PETP (Polyethylene Terephthalate)
Insulation:                     EPR  (Ethylene Propylene Rubber) to 
                                     BS7655
Sheath:                        HOFR (Heat & Oil Resistant and Flame 
                                                 Retardant) to BS7655
Voltage Rating:           100V (450V for non-welding applications if 
                                    suitably protected from mechanical damage)
Temperature Range:     -20°C to +85°C
Min. Bending Radius:    6 x overall diameter
Cable Colour:              Orange

Part No. Size (mm)
RUBD016 16
RUBD025 25
RUBD035 35
RUBD050 50
RUBD070 70
RUBD095 95
RUBD120 120

  PVC Cable - Single Insulated

  PVC Cable - Double Insulated

  Rubber Cable - Single Insulated

  Rubber Cable - Double Insulated
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CABLE LEADS & ACCESSORY KIT

*Cable leads and extensions can be made to customer requirements - Please contact our sales team.

Earth Lead C/W Earth Clamp
& Cable Plug

Live Lead C/W Electrode Holder
& Cable Plug

Extension Leads C/W 
Cable Plug & Socket

MMA Accessory Kit Contains:  
Handshield (4 1/4 x 3 1/4) C/W Shaded Lens
3 Metre x 16mm Earth Lead C/W 10-25mm Cable Plug
3 Metre x 16mm Live Lead C/W 10-25mm Cable Plug
Wire Brush/ Chipping Hammer Combo

Part No. MMA1030

38mm² x 210mm 
Cable Cutter

Part No. MMA1031

80mm² x 320mm 
Cable Cutter

Part No. MMA1032

250mm² x 600mm 
Cable Cutter

Part No. MMA1033

ELECTRODE HOLDERS

Twist Type Electrode Holders Crocodile Type Electrode Holders

Handicool Type Electrode Holders Myking Type Electrode Holders

Pratica Type Electrode Holders Optimum Type Electrode Holders

Part No.
MMA1000 400 A
MMA1001 600 A

Part No.
MMA1002 200 A
MMA1003 400 A

Part No.
MMA1004 400 A
MMA1005 600 A

Part No.
MMA1006 300 A
MMA1007 400 A
MMA1008 600 A

Part No.
MMA1020 260 A
MMA1021 350 A
MMA1022 520 A

Part No.
MMA1024 200A
MMA1025 400A
MMA1026 600A

  Cable Lead & Extensions

  MMA Accessory Kit

  Cable Cutters
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CABLE CONNECTORS
Panel Plugs

Panel Sockets

10/25 Male- 35/50 
Female Power Adaptor

Part No. MMA1070

35/50 Panel Mounted Socket 
C/W Protection Cap
Part No. MMA1071

CC17 Type - Male Connector
Part No. MMA1050

CC18 Type Female Connector
Part No. MMA1051

WESCOL- BB Type Male Connector
Part No. MMA1052

WESCOL- BB Type Female Connector
Part No. MMA1053

Part No.              Size (mm)
MMA1054              10-25
MMA1055              35-50
MMA1056              50-70
MMA1057              70-95
MMA1072              95-120

Part No.              Size (mm)
MMA1066              10-25
MMA1067              35-50
MMA1068              50-70
MMA1069              70-95

Part No.              Size (mm)
MMA1058              10-25
MMA1059              35-50
MMA1060              50-70
MMA1061              70-95
MMA1073              95-120

Part No.              Size (mm)
MMA1062              10-25
MMA1063              35-50
MMA1064              50-70
MMA1065              70-95

CABLE lugs & earth clamps

Re-Usable Cable Lugs Crimp-On Cable LugsHammer On Cable Lugs

Crocodile Type Brass Earth Clamp
Part No. MMA1199        200A

American Type Earth Clamp
 Part No. MMA1198        400A

Part No.              Size (mm²)
MMA1009              25
MMA1010              35
MMA1011              50
MMA1012              70

Part No.              Size (mm²)
MMA1034              16  M8
MMA1035              25  M8
MMA1038              35  M10
MMA1039              50  M10
MMA1042              70  M12
MMA1045              95  M16
MMA1047            120  M16

Part No.              Size (mm²)
MMA1016              35/50
MMA1017              70/95

Crocodile Type Earth Clamp
Part No.  
MMA1200              200A
MMA1201              400A

Nevada Style Earth Clamp
 

 Part No.
 MMA1202             200A
 MMA1203             350A
 MMA1204             500A
 MMA1205             600A

Easy-fit Cable Lugs

Part No.              Size (mm²)
MMA1014                35
MMA1015                50

Copper Tube Terminal 
Crimper 6-50mm²

Part No. MMA1193

Copper Tube Terminal 
Crimper 10-120mm²
Part No. MMA1194

Copper Tube Terminal 
Crimper 25-150mm²
Part No. MMA1195

Cable SocketsCable Plugs

Hammer Crimp Tool
Part No. MMA1048

Dual Cable Connection 1 Male 
2 Female 95mm²

Part No. MMA1074

Dual Cable Connection 2 Male 
1 Female 95mm²

Part No. MMA1075

35/50 Male- 10/25 
Female Power Adaptor

Part No. MMA1076

  Crocodile Earth Clamps
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EARTH CLAMPS

Magnetic Earth Clamp 
C/W Stud 300A Magnetic Earth Clamp 400A Magnetic Earth Clamp 600A

Part No. MMA1210 Part No. MMA1196 Part No. MMA1197

Cast Jaws 600A
Part No. MMA1206

Brass Lower Jaw 600A
Part No. MMA1207

Myking Style Screw Type 
Earth Clamp 600A 

Part No. MMA1208

CC11 Style Screw Type 
Earth Clamp 600A 

Part No. MMA1209

Brass G Type Earth Clamp 600A 
Part No. MMA1211

Screw Type HD Earth Clamp 700A 
Part No. MMA1212

Heavy duty Earth Clamp 1500A
 Part No. MMA1213

Magnetic Rotating 
Earth Clamp 600A

Part No. MMA1214

Rotary Earth Clamp 
600A

Part No. MMA1215

Rotary Earth Clamp 
1000A

Part No. MMA1216

EARTH CLAMPS

Tweco Roto-Work Ground Clamps are designed primarily to work in 
conjunction with the Tweco Roto-Ground Device. However, they may also be 
used for other high amperage grounding applications. The Roto-Ground shaft 
screws into the tapped back of the Roto-Work Clamp. The clamp is quickly 
attached or moved from one rotating weldment or fixture to the other without 
removing the Roto-Ground from it, thus saving welding down time. Roto-Work 
Clamps are made from a copper alloy, available in 600, 1200 and 2000 ampere 
capacity. The WCRG- 2000 has two tightening screws. WCRG-600 works only 
with RG-230 due to its smaller shaft size. Large tightening screws and ample 
contact surface area provide cool, efficient operation.

Part No. Ref No. Amperage Capacity Fitting
MMA1217 WCRG-600 600 RG-230
MMA1218 WCRG-1200 1200 RG-240/440
MMA1219 WCRG-2000 2000 RG-440/640
MMA1220 GC-600-75 Clamp Only- Tapped 3/4” for RG-140 only

  Tweco Roto-Work Grounding Clamps

  Tweco Heavy Duty Rotary Ground Devices

Tweco Roto-Ground is a highly efficient device for grounding weldments while 
being rotated on turning rolls or positioners . The 2” shaft shoulders up to the 
steel nut which the user welds to his rotating work or fixture. Tweco Roto-
Grounds have no brushes, springs or mercury. A simple adjusting bolt provides 
maximum efficiency.

Part. No Ref No. Amperage Capacity
MMA1221 RG-140 400
MMA1222 RG-230 600
MMA1223 RG-240 800
MMA1224 RG-440 1500
MMA1225 RG-640 2000
MMA1226 GCRG-140 400

 Screw Type Earth Clamps

Rotary Ground Clamp 
with Earth Clamp 1500A

Part No. MMA1227

 Magnetic Earth Clamps

  Rotary Earth Clamps
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ACCESSORIES

Spring Handled
Part No. MMA1500

Tubular Handled
Part No. MMA1501

Wooden Handled
Part No. MMA1502

  Scratch Brushes

Mild Steel Scratch Brush
Part No. MMA1503

Stainless Steel Scratch Brush
Part No. MMA1504

Mild Steel Wire Brushes Stainless Steel Wire Brushes

Part No.              
MMA1505             2 Row
MMA1506             3 Row
MMA1507             4 Row

Part No.              
MMA1509             2 Row
MMA1510             3 Row
MMA1511             4 Row

Mild Steel
Part No.              
MMA1512             2 Row
MMA1513             3 Row
MMA1514             4 Row
MMA1515             4 Row Complete with scraper

Stainless Steel
Part No.              
MMA1516             2 Row
MMA1517             3 Row
MMA1518             4 Row

  Electrode Cannisters

Electrode Cannister 350mm 
4.5Kg Capacity

Part No. MMA2062

Electrode Cannister 450mm 
6.5Kg Capacity

Part No. MMA2063

GOUGING TORCHES

Part No. Item No Description
MMA2000 Profax AC4000-1 Gouging Torch AEC-4000-1
MMA2001 1 Lever Assembly C/W Screw AEC-408
MMA2002 2 Spring AEC-409
MMA2003 3 Upper Arm AEC-407
MMA2004 4 Insulators C/W Screw (Pair) AEC-403
MMA2005 5 Pin AEC-410
MMA2006 6 Swivel Head C/W screw AEC-305
MMA2007 7  Flat Swivel Head C/W Screw AEC-305F
MMA2008 8  Spool Assembly AEC-316R
MMA2009 9 O-ring Pkt -2 AEC-316-1R
MMA2010 10 Lower Body AEC-404
MMA2011 11 Handle AEC-450

Part No. Item No Description
MMA2015 Gouging Torch (Angled Head) C/W 6’ Monocable
MMA2016 1 Head Assembly
MMA2017 2 Press Handle C/W Screw
MMA2018 3 Upper Arm
MMA2019 4 Insulator Caps and Screws (per pair)
MMA2020 Torch Body (not shown)

12

3
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 Chipping Hammers

  Eco Wire Brushes

  Heavy Duty Wire Brushes

  Premium gouging torches - 800A Profax (AC4000-1)

  K4000 Type Gouging Torch - 800A

Stainless Steel 
Part No. MMA1499

1

2 3

4

5
6

8

7

9
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4
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GOUGING TORCHES & CARBONS

Part No. Item No Description
MMA2025 K3 Type torch 600A straight head 

c/w 6’ft monocable
MMA2026 K5 Type torch 1200A Straight 

head c/w 6’ft monocable
MMA2027 1 K3/ K5 Type insulation caps 

and screws (pair)
MMA2028 2 K3 Type head & screw
MMA2029 2 K5 Type head & screw

Pointed Gouging Carbons
Part No.
MMA2049 4mm x 305mm Pointed Gouging Carbons
MMA2050 5mm x 305mm Pointed Gouging Carbons 
MMA2051 6.4mm x 305mm Pointed Gouging Carbons
MMA2052 8mm x 305mm Pointed Gouging Carbons
MMA2053 10mm x 305mm Pointed Gouging Carbons
MMA2054 13mm x 305mm Pointed Gouging Carbons

Premium Jointed Gouging Carbons
Part No.
MMA2060 10mm x 430mm Round Jointed Carbons
MMA2055 13mm x 430mm Round Jointed Carbons
MMA2056 16mm x 430mm Round Jointed Carbons
MMA2057 19mm x 430mm Round Jointed Carbons

Part No. Item No Description
MMA2030 3 K3 Type upper arm
MMA2031 3 K5 Type upper arm
MMA2032 4 K3 Type Torch Body
MMA2033 4 K5 Type Torch Body
MMA2034 5 K3 Type Lever c/w Screw
MMA2035 5 K5 Type Lever c/w Screw

Flat Gouging Carbons
MMA2058 5mm x 10mm x 305mm Flat Gouging Carbons
MMA2059 5mm x 15mm x 305mm Flat Gouging Carbons
MMA2061 5mm x 20mm x 305mm Flat Gouging Carbons

SLICE EXOTHERMIC CUTTING

VERSATILE - UNLIKE ANY OTHER CUTTING TECHNOLOGY
Cuts right through hard-to-cut materials
– mild, stainless steel and alloy steels
– cast iron
– aluminum, magnesium and other non ferrous metals
– slag and refractory materials
– pierces through concrete or brick

  Gouging Carbons

  K3 Type Torch - 600A & K5 Type Torch - 1200A

1

2

3

4

5

1
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 Part No. 63-991-007CE

Package Includes:
Tool Box (94-134-047)
SLICE Torch Assembly (03-003-006CE)
SLICE Striker Assembly (72-012-002)
Battery Box Assembly (96-076-021)
Cutting Rod 1/4” x 22” (Qty 25) (43-049-002)
Collet Extension Assembly - 6” (94-168-023)
Extension Shield (94-777-111)
Charging Cable 220V (96-130-296)

Package Includes:
Tool Box (94-134-049)
SLICE Torch Assembly (03-003-001CE)
SLICE Striker Assembly (72-012-002)
Collet Extension Assembly - 6” (94-168-023)
Extension Shield (94-777-111)
Clamp (Red) (96-168-035)
Clamp (Black) (96-168-036)

 Part No. 63-991-026CE

  SLICE Utility Pack

  SLICE Battery Pack (230V) Set up for 1/4” SLICE Rods

  SLICE Complete Pack

 Part No. 63-991-005CE

Package Includes:
Aluminium Case Assembly (94-134-034)
SLICE Torch Assembly (03-003-006)
SLICE Striker Assembly (72-012-002)
Battery Box Assembly (96-076-021)
Cutting Rod 1/4” x 22” (Qty 25) (43-049-002)
Collet Extension Assembly - 6” (94-168-023)
Extension Shield (94-777-111)
Spacer
10” Rubber Tie down
Charging Cable 220V  (96-130-296)
Outfit Wrench - Hose Nut & Regulator Nut
Oxygen Wrench  - Oxygen Hose Nut & Male Adaptor

  SLICE Torch & Accessories

Part No. Description 
03-003-000 SLICE Torch Assembly (0.3Mtr/ 1ft Cable)
03-003-001CE SLICE Torch Assembly (1.8Mtr/ 6ft Cable)
03-003-006CE SLICE Torch Assembly (3Mtr/ 10ft Cable)
94-168-022 1/4” Collet Nut Assembly
94-168-024 3/8” Collet Nut Assembly
94-158-048 1/4” Collet Chuck
94-158-045 3/8” Collet Chuck

  SLICE Cutting Rods

Part No. Description Pack Qty
42-049-002 Coated SLICE Rod (7 x 559mm) (1/4” x 22”) 25
42-049-003 Coated SLICE Rod (7 x 559mm) (1/4” x 22”) 100
42-049-005 Coated SLICE Rod (10 x 457mm) (3/8” x 18”) 50
43-049-002 Bare SLICE Rod (7 x 559mm) (1/4” x 22”) 25
43-049-003 Bare SLICE Rod (7 x 559mm) (1/4” x 22”) 100
43-049-005 Bare SLICE Rod (7 x1118mm) (1/4” x 44”) 25
43-049-007 Bare SLICE Rod (10 x 457mm) (3/8” x 18”) 50
43-049-009 Bare SLICE Rod (10 x 914mm) (3/8” x 36”) 25

SLICE EXOTHERMIC CUTTINGSLICE EXOTHERMIC CUTTING
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portable welding rod OVENS

Model
HQ5
Lightweight Heated 
Electrode Dispenser

IQ8
Air Insulated 
Quiver

IQ15
Air Insulated 
Quiver

PO4 
Thermostatically
Insulated Quiver

Capacity 9 Kg 7 Kg 11 Kg 15 Kg

Basket for Rods No Included Included No

Temperature 110°C 50 - 200°C 50 - 200°C 50 - 320°C

Set Points Fixed Temperature Adjustable Adjustable Adjustable

Thermometer No Optional Optional No

Neon Switch Optional No No No

Voltage 
24VAC, 48/85VDC
110VAC, 240VAC

24VAC, 48/85VDC
110VAC, 240VAC

24VAC, 
48/85VDC,
110VAC, 240VAC

Dual Voltage 
110/240VAC

Temperature Light No Yes Yes Yes

Output 0.15 kW 0.3 kW 0.3 kW 0.3 kW

Ext Dims 150 x 160 x 620mm 165 x 200 x 630mm 206 x 243 x 630mm 175 x 260 x 610mm

Int Dims 121 x 115 x 460mm 73 x 93 x 473mm 110 x 130 x 460mm 121 x 115 x 460mm

Weight 3 Kg 5.5 Kg 7.5 Kg 7.5 Kg

Calibration No Optional Optional Optional

HQ5
Lightweight Portable non 
insulated welding rod 
oven 9 Kg capacity. Fixed 
temperature 110°C

IQ8
Portable welding rod 
oven  Double chamber 7 
Kg capacity. Adjustable 
temperature 50 - 200°C

MMA2100 (110V)
MMA2101 (240V)

MMA2119 (110V)
MMA2120 (240V)

IQ15
Portable welding rod 
oven  Double chamber 11 
Kg capacity. Adjustable 
tempertaure 50 - 200°C

MMA2121 (110V)
MMA2122 (240V)

PO4
High temperature Portable 
welding rod oven 15 Kg 
capacity. Adjustable 
temperature 50 - 320°C

MMA2110 
(Dual Voltage)

Model
S50
Thermostatically 
controlled Drying oven

S50-S
Digitally controlled 
Drying oven

SO6
Thermostatically 
controlled Stationary 
Oven

SD6
Digitally controlled 
Stationary Oven 

Capacity 50 Kg 50 Kg 150 Kg 150 Kg

Temperature 50- 320°C Thermostat Up to 380°C Digital 50- 320°C Thermostat Up to 320°C Digital

Digital Display No Yes No Yes

Set Points Adjustable Single/ Adjustable Adjustable Single/ Adjustable

Neon Switch No Yes No Yes

Voltage 110 VAC, 240 VAC 110 VAC, 240 VAC 110 VAC, 240 VAC 110 VAC, 240 VAC

Output 0.75 kW 0.75 kW 1.5 kW 1.5 kW

Ext Dims 330 x 410 x 550mm 330 x 410 x 550mm 530 x 620 x 620mm 530 x 620 x 620mm

Int Dims 250 x 250 x 480mm 250 x 250 x 480mm 470 x 470 x 480mm 470 x 470 x 480mm

Weight 18 Kg 18 Kg 39 Kg 39 Kg

Calibration Optional Included as standard Optional Included as standard

Holding & Reconditioning 
rod OVENS

S50
Semi-portable 
thermostatically
controlled drying/ baking 
rod oven 50 Kg capacity. 
Temperature 50 - 320°C 
thermostat

MMA2123 (110V)
MMA2124 (240V)

SO6
Thermostatically 
controlled stationary 
Drying/ baking rod 
oven 150 Kg capacity. 
Temperature 50 - 320°C 
thermostat

MMA2115 (110V)
MMA2116 (240V)

S50-S
Semi-portable digitally
controlled drying/ baking 
rod oven 50 Kg capacity. 
Temperature ambient 
380°C digital

MMA2125 (110V)
MMA2126 (240V)

SD6
Digitally controlled 
stationary Drying/ 
baking rod oven 150 Kg 
capacity. Temperature 
ambient 320°C digital

MMA2127 (110V)
MMA2128 (240V)



18 19Telephone: 01782 566553  Fax: 01782 566123E-mail: sales@weldfastuk.co.uk  Web: www.weldfastuk.co.uk

M
M

A
M

M
A

SDFD40
Digitally controlled 
stationary process 
double tank & Dual 
controller, drying/ 
baking Flux oven 
400 Kg capacity. 
Temperature ambient
-370°C digital

Model
SH5-MK1 - Digital
Thermostat controlled 
Drying / Baking oven

HT3
Digitally controlled 
Baking Oven

HT4
Digitally controlled 
Process Baking oven

HT5
Digitally controlled Baking 
Rod Oven 

Capacity 150 Kg 150 Kg 150 Kg 200 Kg

Temperature Up to 400°C Digital Up to 500°C Digital Up to 500°C Digital Up to 500°C Digital

Digital Display Yes Yes Yes Yes

Data Logger No No Optional No

Delay Timer No No 7 day programmable No

Set Points Single/ Adjustable Single/ Adjustable Two/ Adjustable Single/ Adjustable

Hold Cycle Yes Optional Yes Optional

Neon Switch Yes Yes Yes Yes

Voltage 110 VAC, 240 VAC 110 VAC, 240 VAC 110 VAC, 240 VAC 110VAC, 240VAC, 380VAC

Output 2.25 kW 3 kW 3 kW  3 kW, 4.5 kW

Ext Dims 530 x 620 x 620mm 600 x 760 x 685mm 600 x 760 x 685mm 575 x 675 x 885mm

Int Dims 470 x 470 x 480mm 470 x 470 x 480mm 470 x 470 x 480mm 465 x 480 x 580mm

Weight 39 Kg 69 Kg 69 Kg 75 Kg

Calibration Included as standard Included as standard Included as standard Included as standard

SH5-MK1
Digitally controlled 
stationary Drying/ 
baking rod oven 150 Kg 
capacity. Temperature 
ambient 400°C digital

MMA2129 (110V)
MMA2130 (240V)

HT3
Digitally controlled 
stationary Baking rod 
oven 150 Kg capacity. 
Temperature ambient 
500°C digital

MMA2117 (110V)
MMA2118 (240V)

HT4
Digitally controlled 
stationary process 
baking rod oven 150 Kg 
capacity. Temperature 
ambient 500°C digital

MMA2131 (110V)
MMA2132 (240V)

HT5
Digitally controlled 
stationary Baking rod 
oven 200 Kg capacity. 
Temperature ambient 
500°C digital

MMA2133 (110V)
MMA2134 (240V)

Model
SDF8
Digitally controlled Flux 
Oven single tank

SDF20
Digitally controlled Flux 
Oven single tank

SDF40
Digitally controlled Flux 
Oven with two large 
tanks

SDFD40 
Digitally controlled Flux 
Oven with two large 
tanks & two controllers 

Capacity 80 Kg 200 Kg 400 Kg 400 Kg

Temperature Up to 370°C Up to 370°C Up to 370°C Up to 370°C

Thermostat Digital Digital Digital Dual Digital

Timer 7 Day programmable 7 Day programmable 7 Day programmable 7 Day programmable

Voltage 380 VAC 380 VAC 380 VAC 380 VAC

Output 4 kW 6.6 kW 13.2 kW 13.2 kW

Ext Dims 660 x 690 x 1320mm 780 x 790 x 1420mm 1560 x 790 x 1420mm 1560 x 790 x 1420mm

Int Dims 515 x 515 x 590mm 695 x 695 x 730mm 695 x 695 x 730mm x2 695 x 695 x 730mm x2

Weight 84 Kg 114 Kg 198 Kg 202 Kg

Calibration Included as standard Included as standard Included as standard Included as standard

SDF8
Digitally controlled 
stationary process single 
tank drying/ baking Flux 
oven 80 Kg capacity. 
Temperature ambient
- 370°C digital

MMA2141 (380V)
SDF20
Digitally controlled 
stationary process single 
tank drying/ baking Flux 
oven 200 Kg capacity. 
Temperature ambient
- 370°C digital

MMA2142 (380V)

SDF40
Digitally controlled 
stationary process 
double tank drying/ 
baking Flux oven 
400 Kg capacity. 
Temperature 
ambient- 370°C 
digital

MMA2143 (380V) MMA2144 (380V)

Holding & Reconditioning 
rod OVENS

Holding & Reconditioning 
rod OVENS



20 21Telephone: 01782 566553  Fax: 01782 566123E-mail: sales@weldfastuk.co.uk  Web: www.weldfastuk.co.uk

M
M

A
M

M
A

Model
SDM22
Stationary Digital 
Ventilated Rod Oven

SDM22E
Stationary Digital Static 
Rod Oven

SDM45
Stationary Digital 
Ventilated Rod Oven

SDM45E
Stationary Digital Static 
Rod Oven

Capacity 225 Kg 225 Kg 450 Kg 450 Kg

Temperature Up to 400°C Up to 400°C Up to 400°C Up to 400°C

Thermostat Digital Digital Digital Digital

Timer 7 Day 
programmable

7 Day 
programmable 7 Day programmable 7 Day 

programmable

Voltage 380 VAC 380 VAC 380 VAC 380 VAC

Output 4.7 kW 4.7 kW 9.4 kW 9.4 kW

Ext Dims 880 x 760 x 1030mm 880 x 760 x 1030mm 880 x 760 x 1450mm 880 x 760 x 1450mm

Int Dims 740 x 530 x 470mm 740 x 530 x 470mm 740 x 530 x 890mm 740 x 530 x 890mm

Weight 155 Kg 152 Kg 217 Kg 214 Kg

Calibration Included as standard Included as standard Included as standard Included as standard

SDM22
Digitally controlled 
stationary Drying/ 
baking ventilated rod 
oven 225 Kg capacity. 
Temperature ambient 
400°C digital

MMA2135 (380V) MMA2136 (380V)

SDM22E
Digitally controlled 
stationary Drying/
Baking rod oven 225 Kg 
capacity. Temperature 
ambient 400°C digital

SDM45
Digitally controlled 
stationary Drying/ 
baking ventilated rod 
oven 450 Kg capacity. 
Temperature ambient 
400°C digital

MMA2137 (380V) MMA2138 (380V)

SDM45E
Digitally controlled 
stationary Drying/
Baking rod oven 450 Kg 
capacity. Temperature 
ambient 400°C digital

Model
SDM65
Stationary Digital 
Ventilated Rod Oven

SDM65E
Stationary Digital Static 
Rod Oven

Capacity 650 Kg 650 Kg

Temperature Up to 400°C Up to 400°C

Thermostat Digital Digital

Timer 7 Day 
Programmable

7 Day 
programmable

Voltage 380 VAC 380 VAC

Output 13.5 kW 13.5 kW

Ext Dims 880 x 760 x 1855mm 880 x 760 x 1855mm

Int Dims 740 x 530 x 1330mm 740 x 530 x 1330mm

Weight 276 Kg 273 Kg

Calibration Included as standard Included as standard

SDM65
Digitally controlled 
stationary Drying/ 
baking ventilated rod 
oven 650 Kg capacity. 
Temperature ambient 
400°C digital

MMA2139 (380V)

MMA2140 (380V)

SDM65E
Digitally controlled 
stationary Drying/
Baking rod oven 650 Kg 
capacity. Temperature 
ambient 400°C digital

Holding & Reconditioning 
rod OVENS

Holding & Reconditioning 
rod OVENS
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ECO QUIVERS
  Quiver

Capacity: 9 Kgs
Storage Temp: 80 - 110°C
Voltage: 110V or 230V
Output: 0.15 kw
Outer Dim 120W x 500D x 110H mm
Weight: 3 Kgs

110V Quiver  - Part No. MMA2098
230V Quiver  - Part No. MMA2099


