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Welding
Process

Current Amperes

10 | 15

125 | 150 | 175

225 | 250

350

400 | 450
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Plasma
Cutting

Shade 11
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Shade 13

Plasma
Welding
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LENS RATING

EN379

1/1/1/2

EN175

** APPLIES TO WHOLE RANGE**

CLEAR FRONTED POINT OF
SALE DISPLAY PACKAGING!!!




SAFE4050 " SAFE4051-4054 . SAFE4055-4058

LENS RATING LENS RATING LENS RATING
1/1/1/2 , 1/1/1/2 ‘, 1/1/1/2

CONTAINS: 7' gor CONTAINS:
-1 Mask Body incl. Automatic Filter ¢ -1 Mask Body incl. Automatic Filter
- 1 Headband : - 1 Headband

CONTAINS: - 1 User Manual i - 1 User Manual

-1 Mask Body incl. Automatic Filter - Spare Inner/Outer Cover Lenses ¢ - Spare Inner/Outer Cover Lenses
- 1 Headband - Variable DIN Shade 5-8 / 9-13

- - Variable DIN Shades 9-13 % . “ W
I'User Manual ‘ - Light Shade DIN 4 9 Turbo Magician

- Light Shade DIN 4 -
- Spare Inner/Outer Cover Lenses ] Grginding Mode Turbo Blue Inferno - Grinding Mode _ SAFE 4058
SAFE4052 - Adjustable Sensitivity & Dark to Light Delay (Stepless)

- Adjustable Sensitivity & Dark to Light Delay (Stepless) - Light-to-Dark <1/30000s
- Light—to-Dark < 1/300005 _ Dark—to-Light 0.1-1.0s
- Dark-to-Light 0.1-1.0s SHADES 9-13 - 110x90mm Outer Cover Lens SHADES 9-13

- 110x90mm Outer Cover Lens & GRIND - 100x53mm Viewing Area & GRIND

- Variable DIN Shades 9-13 - 100x4 Tmm Viewing Area ) - Solar Powered with 1 Replaceable Battery
- Solar Powered (No Battery Change Required) -4 Arc Sensors

- Light Shade DIN 4
-2 Arc Sensors . )
- Adjustable Sensitivity & Dark to Light Delay (Stepless) - Suitable for MMA, MIG/MAG, TIG Welding TRUECOLOUR - liv'.:;i:);ecfstrt il\:g/lA, MIG/MAG, TIG Welding &

- Light-to-Dark <1/30000s - Weight: 497g p

- Dark-to-Light 0.1-1.0s - 1 Year Filter Warranty :\lv\f;g?:-:iﬁgf\gvarrant

- 110x90mm Outer Cover Lens - Multi adjustable comfort head -harness/headband - Multi adjustable com¥ort head -harness/headband
- 96x39mm Viewing Area - Low battery indicator

- Solar Powered (No Battery Change Required)

- 2 Arc Sensors

- 4-\Way Adjustable Headband

- Suitable for MMA, MIG/MAG, TIG Welding

- Weight: 476g

- 1 Year Filter \X/arranty

TRUECOLOUR

SHADES 9-13

Turbo Green Vine Metal Skull Gs':;SEy f;;‘lk Glossy Black Turbo Chain Skull Turbo Fire Car
SAFE 4053 SAFE 4054 SAFE 4055 SAFE4056 SAFE 4057
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