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All Weldplas CNC plasma systems are designed and 
manufactured in the UK. These machines can be 
powered by our exclusive range of PFC energy 
efficient Cebora Plasma Sound power sources, 
offering a maximum cut capacity of 25mm.

Weldplas HQC CNC Plasma systems can also be 
powered by Cebora HQC (High Quality Cut) power 
sources, offering high cut quality on all metal types 
up to a maximum thickness of 50mm. 

Cebora HQC systems can be installed with the WSC 
(Water Secondary Console), to offer very high cut 
quality with no heat effected zone on stainless steel 
and aluminium. 

ABOUT OUR RANGE
CNC PLASMA
Weldplas CNC system (Techserv) is the most 
user friendly controller available, offering a 
very straight forward user interface and 
excellent standard features such as:

• Flexi Shape Library

• Interactive Touch Screen

• Laser Torch Alignment

• Automatic Nesting

• Row & Column Nesting

• Lost Cut Recovery

• Line Following Camera

CNC CUTTING TABLE

• Easy To Use Interactive Touch Screen Controller

• Cutting Area Options - 1.5mtr x 1.5mtr / 3.0mtr x 1.5mtr

• Waterbed or Downdraft Options

• Stepper Drive System

• Automatic Torch Height Control

• Compatible With Cebora Plasma Sound Range

• Line Scanner

• Laser Pointer

• Oxy/Fuel Head

OPTIONS
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HQC CNC Cutting Table

PLASMA POWER SOURCE OPTIONS
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PLASMA SOUND PC 50/M ART. 326

SINGLE PHASE

Technical Specification

Cutting Capacity on Steel / Maximum Mechanical Piece 12mm

Power Supply 230 V  50/60Hz  ±10%

Fuse Rating (slow blow) 32 A

Input Power
7,8 kVA  40%
5,8 kVA  60%
5,3 kVA  100%

Current Adjustment Range 20 A ÷ 50 A

Duty Cycle (10 min. 40°C) According to IEC 60974-1
50 A   40%
42 A   60%
33 A  100%

Stepless Regulation ELECTRONIC

Air Consumption 210 l/min - 5,5 bar

Protection Class IP 23 S

Weight 23 kg

Dimensions  (WxLxH) 286x590x406 mm
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• Interactive Touch Screen Controller

• Cutting Area Size Options - 3.0mtr x 1.5mtr / 4.0mtr x 2.0mtr

• Waterbed or Downdraft Options

• Servo Drive System

• Automatic Torch Height Control

• Compatible With Cebora Plasma 
Sound Range and Cebora HQC 180 
& 300 Offering High Speed 
And High Cut Quality

• Line Scanner

• Oxy/Fuel Head

• Plasma Sound 50M

• Plasma Sound 70T

• Plasma Sound 110T

• Plasma Sound 130T

• Plasma Prof 180 HQC

• Plasma Prof 300 HQC
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THREE PHASE 3

Technical Specification

Cutting Capacity on Steel / Piece Maximum Cut 15mm

Power Supply 400-440 V  50/60Hz  ±10%

Fuse Rating (slow blow) 20 A 12 A

Input Power
12 kVA  35%
10 kVA  60%
8,5 kVA  100%

12 kVA 60%
10,5 kVA 100%

Current Adjustment Range 20 A ÷ 70 A

Duty Cycle (10 min. 40°C) According to IEC 60974-1
70 A   35%
60 A   60%
50 A   100%

70 A   60%
60 A  100%

Stepless Regulation ELECTRONIC

Air Consumption 230 l/min - 5,5 bar

Protection Class IP 23 S

Weight 26 kg

Dimensions  (WxLxH) 286x515x406 mm

Technical Specification

Cutting Capacity on Steel / Piece Maximum Cut 25mm

Power Supply 400-440 V  50/60Hz  ±10%

Fuse Rating (slow blow) 50 A 32 A

Input Power
22 kVA  50%
21 kVA  60%
16,6 kVA  100%

22 kVA 80%
21 kVA 100%

Current Adjustment Range 20 A ÷ 130 A

Duty Cycle (10 min. 40°C) According to IEC 60974-1
130 A   50%
125 A   60%
105 A   100%

130 A   80%
125 A   100%

Stepless Regulation ELECTRONIC

Air Consumption 250 l/min - 5,5 bar

Protection Class IP 23 S

Weight 40 kg

Dimensions  (WxLxH) 297x613x558 mm

Technical Specification

Cutting Capacity on Steel / Piece Maximum Cut 20mm

Power Supply 400-440 V  50/60Hz  ±10%

Fuse Rating (slow blow) 32 A 25 A

Input Power
15 kVA  35%
11,9 kVA  60%
11 kVA  100%

20,5 kVA 50%
16,5 kVA 60%
15,5 kVA 100%

Current Adjustment Range 20 A ÷ 110 A

Duty Cycle (10 min. 40°C) According to IEC 60974-1
80 A   35%
65 A   60%
60 A  100%

110 A  50%
95 A  60%
90 A  100%

Stepless Regulation ELECTRONIC

Air Consumption 250 l/min - 5,5 bar

Protection Class IP 23 S

Weight 34 kg

Dimensions  (WxLxH) 297x504x558 mm

PLASMA SOUND PC 70/T ART. 334 PLASMA SOUND PC 130/T ART. 337

PLASMA SOUND PC 110/T ART. 336

PLASMA SOUND 
PC 70/T ART. 334

PLASMA SOUND 
PC 110/T ART. 336

PLASMA SOUND 
PC 130/T ART. 337



Weldfast UK Limited, Speedwell Road,
Newcastle-under-Lyme, Staffordshire, ST5 7RG

01782 566533

weldfastuk.co.uk

sales@weldfastuk.co.uk


